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1. DRAWINGS. 37 CFR 1.84(a): Acceptable 
categories of drawings: Black ink or 
Color (3 sets required). 

Color drawings are not acceptable until petition is 

granted, Fig(s)_ 
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2. PHOTOGRAPHS. 37 CFR 1.84(b) 
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Photographs must meet paper size requirements of 
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6. VIEWS. 37 CFR 1.84(h) 

REMINDER: Specification may require revision to 
correspond lo drawing changes, e.g., if Fig, 1 is 
changed to Fig, 1 A, Fig IB and Fig. IC, etc, the 
Specification, at the Brief Description of the Drawings, 
must likewise be changed. 

Views not labeled separately or properly. 

Fig(s) 

7. SECTIONAL VIEWS. 37 CFR 1.84(h)(3) 

Sectional designation should be noted with 

Arabic or Roman numbers. Fig(s) 
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8, ARRANGEiWENT OF VIEWS. 37 CFR 1.84(i) 
___ Words do not appear on a horizontal, ieft-to-right 
fashion when page is either upright or turned so 
that the top becomes the right side, except for 
graphs. Fig(s)__ 



9. SCALE. 37 CFR l ,84(k) 

_ Scale not large enough to show mechanism 
without crowding when drawing is reduced in 
size to two-thirds in reproduction, 
Fig(s) 

10. CHARACTER OF LINES, NUMBERS, & 
LETTERS. 37 CFR 1.84(1) 

Lines, numbers & letters not uniformly thick and 

well defined, clean, durable, and black (poor line 
quality), Fig(s)_ 



II. SHADING. 37 CFR 1.84{m) 
Solid black areas pale. Fig(s) _ 



_ Solid black shading not permitted. Fig(s)__ 



12. NUMBERS, LETTERS, & REFERENCE 
CHARACTERS. 37 CFR 1.84(p) 

Numbers and reference characters not plain and 

legible, Fig{s) ^ 

Figure legends are pooj-. Fig(s) 

Numbers and reference characters not oriented in 



Fig{s)_ 



English alphabet not used, 37 CFR 1.84{p)(2) 

Fig(s)_ 

_ Numbers, letters and reference characters must be 
ar least 32 cm (1/8 inch) in height. 37 CFR 
1.84(p)(3), Fig(s)_ 



13. LEAD LINES. 37 CFR i,84(q) 
Lead lines missing. f ig(s)__ 



14. NUMBERING OF SHEETS OF DRAWINGS. 

37 CFR 1.84(t) 

Sheets not numbered consecutively, and in Arabic 

numbers beginning with number 1. Sheet(s) 

15. NUMBERING OF VIEWS. 37 CFR 1.84(u) 
Views not numbered consecutively, and in Arabic 

numerals, beginning with number 1 , Tig(s) 

16. DESIGN DRAWINGS. 37 CFR 1,152 
Surface shading shown not appropriate. 

Fig(s) 

Solid black surface shading is not permitted except 

when used to represent the color black as well as 
cofor contrast. Fig(s)__ 



Reviewer. LaM Date ^3 [iO io C 



If you have questions, call (703) 565'*«pr. Attachment to Paper No. 



,S.GCWEWIMENT PRINTING OFFICE: a03-30tM 53 



Concctcd niavvino Sheet 
Titic: Method and Apparatiss tor Interfacing 
Among Mobile Ii>rmin;il. Base Station... 
inveiittir: .lae-Mong PARK, ct 
Application No.: 10 82x280 



FIG, 1 0A 



INFORMATION 
ELEMENT 


=RES- 
ENCE 


MULTI 


E TYPE AND 
^lEFERENCE 


SEMANTICS 
DESCRIPTION 


OTHER 

INFORMATION 
ELEMENTS 










MIB VALUE TAQ 


M 








CHOICE MODE 










>TDO 










»SFNPRiME 


M 




INTEGER 
(0,2. .4094) 


SFN=SFNPRiME(FOR FRIST 
10ms FRAME OF 20ms TTI), 
SFN=SFNPRiME+1{F0R LAST 
10ms FRAME OF 20rTisTn). 


NETWORK 
CAPASILrTY 
EKTENStON 
INDICATION 








A VALUE OF "FALSE 
INDICATES THAT THE INmAL 
UE CAPABILITY IS iNTEflPRETED 
ACCORDING TO 'RELEASE 
99(FlflST RELEASE)'. 
IF THE VALUE IS SB TO 
TRUE'.AHEWDEFlNmON 
pn/nw IM L FS m IRF RELEASE IS 
ADDED TO THIS INFORMATION 
ELEMENT. 


CAPABILITY 
EXTENSION INFO 


C-IND 






NOTE 1 


REFERENCES TO 
OTHER SYSTEM 
INFORMATION 
BLOCKS 




1.. 

<MAX SYS iNFC 
BLOCK COUNT? 






>SCHEDULtNG 


M 








CN INFORMATION 
ELEMENTS 










CNTYPE 


M 




GSM-MAP 




PLMN IDENTITY 


C-GSN 



























































